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Dealer Product Info
ESW 3040 Glass Garage Door

Pricing Structure: $154 Per Square Foot Installed
(Standard Configurations and Colors)

Product Cost

Standard Frame Colors Included
*Bone White, Bermuda Bronze, Arcadia Silver

Non-Standard Frame Colors +7%
*Black, Sunstorm Silverstorm

Woodgrain Frame Colors +30%

*Embero, Nogal, Sapely, Teka

Powder Coated Track, Standard Colors +$700

Powder Coated Track, Non-Standard Colors +$900

Low Headroom Track Configuration $400

High Lift Track Configuration $700

Vertical Lift Track Configuration TBD per order requirements
Commercial Motors $1400 per order requirements
5/16” Glass Included

7/16” Glass +$8/sqft

9/16” Glass +$15/sqft

Low-E TBD per order requirements
Insulated Glass +$20/sqft

ESKIN / Peunolic TBD per order requirements
Break Metal Sections +$15/sqft

Installation in Southeast, Florida area Included

Installation outside of Southeast Florida area TBD

Shipping (or outside of Southeast, Florida area) TBD



Motor Types:

MAXUM DC Hoist JHDC Commercial Door Operator

[See product information here]

*For all doors weighing over 700LBS or 10' or more in size requiring
side mounted motors (minimum 22” side room space required).
**myQ Wi-Fi Compatible

8587W 3/4 HP Chain Drive Ceiling Mounted Motor

[See product information here]

*For all doors up to 900LBS or max door size of 18x9 (minimum 19”
headroom required).
**myQ Wi-Fi Compatible.

98032 DC Battery Back Up Residential Side Mount Motor

[See product information here]

*For all doors weighing up to 700LBS or 10’ or less in size.
**myQ Wi-Fi Compatible.

Website links to each motor will provide additional information.


https://www.liftmaster.com/h-elite-commercial-door-operators/p/H
https://www.liftmaster.com/-hp-ac-chain-drive-wi-fi-garage-door-opener/p/8587WLMC
https://www.liftmaster.com/-hp-ac-chain-drive-wi-fi-garage-door-opener/p/8587WLMC
https://www.liftmaster.com/liftmaster-8500w-wall-mount-opener/p/8500WMC
https://www.liftmaster.com/liftmaster-8500w-wall-mount-opener/p/8500WMC
https://www.amarr.com/content/dam/amarr/com/us/en/documents/residential/brochures/opener-brochures/liftmaster/Brochure_LiftMaster_98032.pdf
https://cgi.widen.net/content/bn1wswpx13/original/8587W_Product_Guide_EN.pdf?u=mcyivk&download=true
https://cgi.widen.net/content/ijelbeardm/original/LMCDMAXUM_Booklet_EN.pdf?u=mcyivk&download=true

Track Configurations:

**Default selection is 3” track unless otherwise required for space
issues in which case installation company will make recommendation
for 2” track on doors weighing less than 600LBS

Standard Track Confiqurations:

Available in 15” & 20” radius. Headroom required with ceiling mount motor
is 197,




Low Headroom Track Configuration:

To be used in scenarios with less than 19” of headroom, minimum of 9”
required.




High Lift Track Configuration:

Recommended for applications that have greater than 32” of headroom.
Commonly used in new construction to allow for placement of car lifts in

the garage.




Vertical Lift Track Configuration:

To be used when there is the same amount of headroom as the door height
plus 12”. A 10’ high door would require 11’ of headroom.
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The Power of Quality

GARAGE DOOR
ES-PGD3040

Constructed of impact-resistant laminated glass and the highest-grade aluminum
alloy to provide the most contemporary architectural design options.

System Description

- Frame Depth: 3”

- Sightline: 4 1/2”

- Designed for 5/16", 7/16", 9/16" laminated glass
- Maximum size: 222" width x 168" height

Features

- Long lasting silicone weather-seals

- Stainless steel hardware components

- Premium nylon rollers with 3/4" stainless steel shaft

- Industrial grade stainless steel cables (5/32 & 3/16)

- Innovative panel-to-panel anti-deflection interlocking system

- Heavy-duty full angle tapered track (powder coated track options available)

- Available in multiple lite configurations (max single lite 144”)

- Internal reinforcement adds maximum strength without sightline interference

- Available in Standard, Low-Headroom, High-Lift, and Vertical track configurations

Prestige

LINE
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Duranar

Arcadia Silver Bermuda Bronze Bone White Black Dark Grey
(Sunstorm Silverstorm)

Woodgrain

Peunolic

Neutral Oak Cypress Cinnamon Royal Walnut Noce Canella Classic Cherry

Spiced Chestnut  Industrial Concrete Terra Steel Industrial Slag Grey Slate

The Prestige residential line is designed for sophistication and style. Each piece is carefully manufactured and checked for
quality, ensuring full functionality and the ultimate end-user experience. These luxury windows and doors are built to the
highest specifications to meet our exceptional standards.

Design. Quality. Luxury. ~ EswiNbows | Prestige

The Power of Quality LINE

All contents in this document is protected by copyright laws and is property of E.S. WINDOWS, LLC, its affiliates, or a licensed third party and may be modified without prior
notice. Reproduction, modification, dissemination, distribution, sell or transfer, either in whole or part, without prior written permission is prohibited. Product sizes and
pressures may vary based on project specific conditions. 2022 © E.S. WINDOWS, LLC. V-Feb 2022



GARAGE DOOR MEASUREMENT & FIELD REPORT
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Order Name: Door # of
Job Site
Address: Date:
Name: # of Openings:
Email: Phone:
Openening .
Sizes: W: Bucks:
Panel Sizes to .
be: Backing:
Headroom: Electrical and Low-voltage:
Floor to
finished Ceiling
(High Lift
Applications):
Sideroom: Interior Floor to be:
Rainlip: Exterior Surface to be:
Notes:

Superintendent Signature:

Date:



John Soler

John Soler
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1) Measure the WIDTH of the finished door opening at the widest point. This is the distance
between the right and left sides of the finished opening.

* In order to design the door’s reveal properly, the finished opening width needs to be determined.

2) Measure the HEIGHT of the door opening at the highest point. This is the distance between
the finished floor and the top of the finished opening.

* In order to design the door’s reveal properly, the finished opening height needs to be determined.

3) Measure the HEADROOM area between the top of the door opening to the ceiling.

* Installations with less than measurements shown above will require special hardware; 19” required for door with
3” tracks and ceiling mounted motor; Highlift & Vertical lift track options will require a finished door to finished
ceiling measurement. No obstructions such as lighting can be protruding from the ceiling in the area of the
garage door opening.

4) Measure the BACKROOM distance from the opening to the rear of the garage.

*The door height plus an additional 16-inches Is required for door installations without an automatic garage door
opener. The door height plus an additional 3-feet, 2—inches is required for door installations with an automatic
ceiling mounted garage door opener. Note all locations of any items pertruding from ceiling surface.

5) The RAINLIP is the recessed area between mounting surface and finished floor. Must be a
minimum of 3.75” back from mounting surface for panel to lay within. Measure both sides.
***Measurements less than these will require special hardware or alternate mounting
options. Please seekadvise from garage door hardware supplier (add this to any specific
mentions of minimum measurements)
6) Measure the SIDEROOM width of the areas beside the openings.

* 2” track requires 4”. 3” track requires 5.5”. Residential side mount motor requires 16”. Commercial sidemount
motor requires 22”.
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DOOR DETAILS

4.Backroom
I 3. Headroom

‘ |

|

2. Height |

|
D E—— >—>
6. 1.Width } .
Left | Right
Hand - | Hand

Bucks: Refer to NOA for all applicable mounting surface options.

Backing: Structural supports in ceiling needed for attachments and sufficient
support of extreme glass garagedoor weights. Responsibility of contractor to supply

in accordance with the engineer on record.

Electrical and Low-Voltage: Refer to owner’s manuals of each operator for specs
and details. 4-wire low-voltagerequired for commercial operators to inside push
button. Safety sensor and accessory low voltage will be running along tracks or
bucks unless contractor provides internally ran wire.

Interior Floor: Need to know if this is changing in elevation to determine proper finished
panel reveal.

Exterior Surface: Need to know for purpose of finished panel reveal and also for
exterior trim mounting options.




CENTER LINE BUCKS
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2" X 8"
2" X 8" OFFSET BUCKS CENTER VERTICAL 2" X 8" OFFSET BUCKS\
Wide door over 12' \ BUCK \ Wide door over 12
Single doors less than 12" will Single doors less than 12" will
not need the offset vertical not need the offset vertical
center pieces. center pieces.
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LW-XXXXXX [Consecutive N°]
LIMITED WARRANTY
SPECIFICATIONS FOR RESIDENTIAL PRODUCTS

I. General Conditions. ES WINDOWS LLC (“ES”) warrants to the original owner-occupied single-family residence that its windows
and doors (“Products”) of the residence in which the Products are installed, that they are free from manufacturing and/or material
defects, for the time period specified herein, and will not be automatically transferred with the sale of the property. This warranty
only applies to Products specifically listed below and that have been used solely for their intended purposes, under normal and
appropriate use, properly installed and with regular maintenance, subject to the terms and conditions contained in this limited

warranty certificate.

This warranty is valid from the initial date of delivery by ES of the products.

ELITE ® SERIES | PRESTIGE ® SERIES ES UPVC VINYL
DESCRIPTION OF WARRANTY WARRANTY PERIOD SERIES
COMPONENTS
PERIOD
ACCORDING TO
HARDWARE SYSTEM(S) 3 YEARS 3 YEARS 3 YEARS
SUPPLIED
2605 AAMA PAINT 15 YEARS 15 YEARS -
2604 AAMA PAINT 10 YEARS 10 YEARS -
FRAME WOODGRAIN 3 YEARS 3 YEARS -
ANODIZED 3 YEARS 3 YEARS -
Ve VINTL ] - *LIMITED LIFETIME
LAM'NAPTVEE?) (SGP - 10 YEARS 10 YEARS 10 YEARS
GLASS
INSULATED 20 YEARS 20 YEARS 20 YEARS
OTHER
COMPONENTS LAM'NAESI'E)S(TER'OR ; ; 20 YEARS

Elite ® Series: ES-EL100; ES-EL150; ES-EL200; ES-5000; EL-400; EL-300; ES5100
Prestige ® Series: ES-SW340; ES-P252; ES-H340; ES-SGD2020; ES-46T; ES-FX2020; ES-FX3050; ES-8000
Multimax ® Series: MX-1000; MX-1500; MX-2000; MX-3000; MX-4000

*Limited Lifetime Warranty for as long as the original retail purchaser or first improver owns and occupies the residence in
which the Products were installed. Should the property be transferred, warranty will cover the remaining duration of our
standard warranty.

Il. Your Remedy: ES’ sole liability under this warranty is limited to repairing or replacing, free of charge, any defective part or parts
of the Products at ES’ sole option. The original warranty period will not be extended by such repair or replacement. In the event we
find a Product to be defective, ES will ship unit, part and or piece to customer. ES will not perform any labor related to repairs or
installation work. IN NO CASE SHALL THE LIABILITY OF ES EXCEED THE ORIGINAL VALUE OF THE PRODUCT DEEMED
DEFECTIVE. UNDER NO CIRCUMSTANCES SHALL ES BE HELD LIABLE OR RESPONSIBLE, DURING THE INSTALLATION
OR THE REPLACEMENT OF AN ES PRODUCT, FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, SECONDARY OR

ACCIDENTAL DAMAGES.

3550 NW 49TH STREET | Miami, Florida, 33134 [fwww.eswindows.coml
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REPLACEMENT PRODUCTS MAY NOT MATCH THE COLOR OF THE ORIGINAL PRODUCTS, OR THE COLOR OF THE
REMAINING WINDOWS AND DOORS IN THE RESIDENCE, AS COLOR MAY VARY DUE TO AGE, WEATHERING, DYE LOT
DIFFERENCES, OR OTHER FACTORS. ES WILL NOT BE RESPONSIBLE OR LIABLE FOR ANY SUCH COLOR DIFFERENCES
ASSOCIATED WITH ANY REPLACEMENT PRODUCTS AND WILL NOT BE REQUIRED TO HAVE THE REPLACEMENT
PRODUCTS MATCH THE COLOR OF THE ORIGINAL PRODUCT THAT IS BEING REPLACED OR ANY OF THE WINDOWS
OR DOORS THAT REMAIN IN THE RESIDENCE. ES WILL NOT BE RESPONSIBLE FOR ANY LABOR OR DELIVERY COSTS
INCURRED IN THE REPAIR OR REPLACEMENT OF THE PRODUCTS AND UNDER NO CIRCUMSTANCES SHALL ES BE
HELD LIABLE OR RESPONSIBLE, DURING THE REMOVAL, INSTALLATION OR THE REPLACEMENT OF THE PRODUCTS,
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, SECONDARY OR ACCIDENTAL DAMAGES, INCLUDING WITHOUT
LIMITATION, ANY WATER OR OTHER DAMAGES TO CEILINGS, WALLS, FLOORS, ELECTRONICS OR APPLIANCES WITHIN
A RESIDENCE WHERE THE PRODUCTS ARE INSTALLED. ES EXCLUDES ANY IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR PURPOSE. IN NO CASE SHALL THE LIABILITY OF ES EXCEED THE ORIGINAL
VALUE OF THE PRODUCT DEEMED DEFECTIVE.

Ill. Exceptions, Limitations, Exclusions, Qualifications

1. This warranty covers only products and components supplied by ES that have not been changed or modified outside our
facilities, including but not limited to laminate foils, paints and coatings.

2. ES will not be held liable for any work performed, or material supplied by others. Any component or product NOT
manufactured by ES shall be limited to the original manufacturer’s warranty, including but not limited to frames, frame
finishes, hardware, including gaskets, screens, and moving parts.

3. ES’ limited warranty covers ES’ manufactured Products only. Perimeter conditions, caulking, sealants, among others are
explicitly excluded from ES’ limited warranty. The ES limited warranty is based upon the system itself; it does not warrant
the installation of the system. Products may have weep holes at the bottom. During installation weep holes cannot be
blocked or sealed, otherwise leakage may occur. This warranty does not cover leakage if weep holes are blocked or
sealed.

4. ES reserves the right to modify or discontinue any of its currently manufactured products without incurring any obligation
to incorporate or add these modifications to units already manufactured and delivered. If ES decides to replace a Product
that falls under the present warranty, or if a part is no longer available, ES may substitute the part in question with one
or more parts of comparable quality.

5. This warranty does not apply to, and ES expressly assumes no responsibility for, circumstances outside of control by
ES, including but not limited to glass breakage; product failure due to improper usage or derived from installation that
does not adhere to ES installation guidelines; handling or storage; material damage in handling or installation of the
Product and/or incompatibility between materials; improper building construction; excessive building movements or
failures of walls or foundations; failure to provide routine, documented and reasonable maintenance and inspection
according to ES care and maintenance guidelines; normal weathering; scratches, abrasions or other physical damage to
the product; abnormal environment conditions; damage caused by water entry from sources outside ES materials; fire or
other casualty; field fabrication, finishing or formed damages caused by any chemicals used on or around the product;
government restrictions, acts of aggression, or acts of God; naturally occurring changes such as tarnish, corrosion,
oxidization, or discoloration of hardware finishes or component parts. ES EXCLUDES ANY IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR PURPOSE. ES WILL NOT BE RESPONSIBLE FOR INCIDENTAL OR
CONSEQUENTIAL DAMAGES. Visit www.eswindows.com for additional information about installation guidelines and
maintenance information and glass policies. Failure to adhere to these recommendations will void this limited warranty.

6. This warranty does not cover damage to the product, property, or person, when they are caused by mold, fungus or any
other toxin, not attributable to a product defect provided ES. Corrosion of any product or component caused by exposure
to salty atmospheres, acid rain, alkaline, or other extreme condition(s) is not covered. Repair of thermal barrier dry
shrinkage resulting in leakage will be limited to the repairs described in the AAMA Technical Bulletin 91-1. If the residential
home is in a sea coastline, sea salt will damage the aluminum panels; therefore, we recommend using DURANAR paint.

3550 NW 49TH STREET | Miami, Florida, 33134 [fwww.eswindows.coml
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Finish: This warranty covers factory applied finishes or exposed aluminum surfaces against peeling, checking, cracking,
chalking and change of color per applicable AAMA Specifications 2604, 2605 in force at the time of bidding. This limited
warranty applies only when finish types recommended for the atmospheric environment of the residential home site are
used. ES reserves the right to re-finish defective components in the field, using air-dry products. Corrosion, deterioration,
or wear of aluminum cladding in powder finishes at exterior aluminum members installed within one (1) mile or less from
any coastal or high salt concentration environments are not warranted. Aluminum finishes carry a limited warranty noted
herein depending on exposure from corrosive atmospheres:

- Anodized at exterior and interior aluminum members: 3 Years

- Powder finish at exterior aluminum members: 3 Years

- Powder finish at interior aluminum members: 10 Years

- Durastar: 10 Years

- Duranar: 15 Years

- UPVC: Limited Lifetime

7. Glass: This warranty covers glass purchased and factory glazed by ES, under the following specifications:

a) Insulating glass is covered against defective materials or workmanship which could result in materials
obstruction of vision caused by dust collection or film formation on internal glass surface due to failure of the
insulated glass seal.

b) Laminated glass covered against de-lamination.

c) Spandrel glass coating is covered against peeling, cracking or coating deterioration. This warranty does not
cover spandrel glass discoloration if coating is exposed to UV radiation.

d) Glass breakage and stress cracks are not covered by this warranty.

8. Hardware: According to the system(s) used on the residential home.

9. Protection Films: Surface protection films used on the protection of windows exposed to weather, raw aluminum,
anodized, electrocolor, painted steel and glass carry a limited eight (8) months warranty that begins to be effective from
the systems arrival date to the residential home. For optimal performance ES recommends no to exceed this time frame.
If exceeded, adherence may increase causing issues upon removal. Under no circumstances will ES be held responsible
for incidental or consequential damages.

10. As a warranty requirement, all products must be cleaned and washed with tap water at least once every three (3) months,
four (4) times a year. There must be traceable evidence of these actions by supporting documentation (maintenance log)
from a professional cleaning company. Cleaning and maintenance are not the responsibility of ES and are not covered
by this warranty.

11.ES’ WARRANTY WILL BE VOID IF FULL PAYMENT IS NOT MADE. ES MAKES NO OTHER WARRANTY, EITHER
EXPRESSED OR IMPLIED, REGARDING THE PRODUCT OR ITS SELECTION AND APPLICATION, INCLUDING BUT
NOT LIMITED TO COMPLIANCE WITH BUILDING CODES, SAFETY CODES, LAWS, MERCHANTABILITY OR
FITNESS FOR A PARTICULAR PURPOSE. NO EMPLOYEE, REPRESENTATIVE, AGENT OR DISTRIBUTOR OF ES,
OTHER THAN THE PRESIDENT, IS AUTHORIZED TO MODIFY THIS LIMITED WARRANTY, EITHER ORALLY OR IN
WRITING.

12. This warranty does NOT cover ES products installed in commercial, investment, and non-owner-occupied residential
dwellings such as rental homes, condos, apartments, cooperative housing, or used for commercial purposes such as
office buildings, government-owned buildings, schools, churches, universities, among others.

VI. Registration

To obtain our limited warranty, you must register your products within ninety (90) days after the delivery date of Products
(“Registration Period”). The warranty must be activated online by completing the registration form available at
https://eswindows.com/warranty-certificate/ using the consecutive number referenced in the first page. If the warranty is not

3550 NW 49TH STREET | Miami, Florida, 33134 [fwww.eswindows.coml
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registered within the Registration Period, its coverage will be by default our standard 10-year warranty, as of the initial date of
delivery by ES of the Products, even if not immediately delivered to end customer.

VII. Claims

Any claim under this warranty must be submitted in writing within ninety (90) days after: a) discovery of defect (s), or b) the time at
which defect (s) should have been discovered through reasonable diligence, through ES’s customer service line at
service@eswindows.com. All claims must include Product identification (mark and system), order number or other legal
documentation, the address where the Product is installed and a description of the problem with photos and videos. When warranty
coverage is unclear, ES may charge an inspection fee for any on-site product inspection. If it is determined that the defect is covered
by this limited warranty, the fee will be waived. If you need further assistance, you can contact us at + 57 305-507-4545.

* * %

3550 NW 49TH STREET | Miami, Florida, 33134 [fwww.eswindows.coml



http://www.eswindows.com/
mailto:service@eswindows.com

	0 DRAFT1 ESW GGD Dealer Rep Information Packet
	sample 1
	sample 2
	BUCKS DETAIL.pdf
	Sheets and Views
	1


	ESW Field Report Form with Backing Detail.pdf
	0 DRAFT1 ESW GGD Dealer Rep Information Packet
	sample 1
	sample 2
	BUCKS DETAIL.pdf
	Sheets and Views
	1



	copy.pdf
	0 DRAFT1 ESW GGD Dealer Rep Information Packet
	sample 1
	sample 2
	BUCKS DETAIL.pdf
	Sheets and Views
	1


	ESW Field Report Form with Backing Detail.pdf
	0 DRAFT1 ESW GGD Dealer Rep Information Packet
	sample 1
	sample 2
	BUCKS DETAIL.pdf
	Sheets and Views
	1







